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Chest Strap Option Removing Child

STAR Restraint Storage
Proper storage of the STAR restraint is very important. When the restraint is not installed on the school bus
seat, it must be stored in a safe, clean, and dry location. Convenient STAR restraint storage bags can be
ordered at www.safeguardseat.com/STAR or 877-447-2305. This storage bag can be easily mounted in the
bus or used to store the restraint in the undercarriage of the bus or the transportation office.

The STAR chest strap is designed to provide a
method to assist in positioning for special needs
children. If the STAR restraint is equipped with a
chest strap, use the following instructions:

Once the STAR restraint has been properly installed
around the child, extend the orange chest strap
under the shoulder straps and around the child’s
chest, fasten the buckle and adjust the strap snugly
(See Figure 12A).

A snug strap should not allow
any slack. It lies in a relatively
straight line without sagging. It
does not press on the child’s
flesh or push the child’s body
into an unnatural position.

Adjust the harness clip and optional chest strap on
the child as close to the arm pit level as possible
(See Figure 12B).

Important: The chest strap can only be used when
the STAR product has first been properly installed
around the child.

Release the harness clip. While holding the left
shoulder strap, press the adjuster button located
on the left side and pull the shoulder strap up
(See Figure 13).
Repeat this step for the right shoulder strap.

Use the buckle loop to pull the buckle away 
from the child and push button to release the
metal latches (See Figure 14).

• This restraint must only be used on school bus seats. Do not use on aircraft or automobiles.
• The entire seat directly behind must be unoccupied or have restrained occupants.
• The STAR restraint must be replaced after any significant accident involving the bus.
• The STAR restraint life is 5 years and must be replaced 5 years from date of manufacture

located on the product ID label.
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WARNING! DEATH or SERIOUS INJURY can occur
If The Manufacturer’s Instructions Are Not Followed
!
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